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Materials
‘\Pn{sutafor: Black high Tempe‘ramre plastics US4 V-0 Number of pinsx2.54/2
unger: Brass Auover Ni -~ 5f—=
Spring: SUS surface treatment
Barrel: Brass Auover Ni. =—®1.00 ‘fzgg»‘
A |Mechanical:
Confact farce: 70g+20g at 1.0mm working sfroke A\ A\ A\ A\ A\ A\ A\
Full stroke: 1.4mm ! ! ! ! ! !
Life test: 100,000 cycles \ \ \ \ \ \
Electrical f . f f
Rated current & voltage: DC12V, total
Lontact resistance: 50 milliohm Max. length
Standard folerances are:
Diameters: +/-0.05mm 530 T
Lengths: +/-0.15mm
Angles: +/-2° 2.50
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MP315- SS GG
SS | Rated current Tofal lengfh GG-Plating:
1 A Max 6.50mm Barrel |Plunger
C 21 5A Max 700mm |V 13U
2-10u” |2-10u"
31 oA Max. 7.50mm 3-150" [3-150"
R 5A Max 8 00mm L-20u" |4-20u" Pogo pin Connector Aty
] MP315-SSGG-BNN100A 1
Pogo pin | MP315-11GG | MP315-21GG ‘ MP315-31GG ‘ MP315-41GG | NN
Insulator H254-NNBO' 1
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