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Mechanical Performances: <HLA% M 88>

. spring force: 120g+20% at 1.0mm working stroke
CBAEA. ETATEL Om B4 120g+20%>
.Max stroke: 2.0mm

<EAFR: 2.0m>

.Machanical Life : 20,000 cycles

<AUBEFEA: 20,000%>

Electrical Performances: <H. 4 M 4>

.Rated current & voltage: DC12V; 8A Max.

<R HJE&HLHE: DCL2V; 8A Max>

.Contact resistance: 50 milliohm Max.
<Efhw . S0EKEA >

.When the current is more than 1A, then need to
add the delay circuit(3 second)to it.
CYBFATIAN, WEEHMmEREE GH)
Environment performances:<¥F3%H: 88>
.Operating Temp:—40 to +105°C

CTHhBEFE: -40 to +105C>

.Resistance to Solder heat: 260°C+5° 20s+2s
SRGE ML 260°CE5° 20sE2s>

.Salt spray:48h

< FRR48/NED>

. Unmarked deviation Angle: +3°

RAFEREA: £3° >

Critical dimension:%

CERRT: %

.RoHS compliant product

<HFAROHS &>

To ensure the best usage, please operate it based on the working height.
NaRBRERA, FREIFRERTRAE.
Based on the engineering drawings, shall not exceed the maximum allowed compression

RETREL, FTEEIAFWRAESE.

&

©3.10

& $5.00+0.1
3250 E

TCM 00

~—2 30— [=—030
& ap

Customer
Signature

11.50
16.60+0.15
4]
=
1, 7.
/h
Plunger Bead Barrel
Bead: C ic bead S8 BER s st
Ghre REES B181-T1000 1 n
Spring:SUS304 Au .
. THHS04 REHES> BI81-$1001 1
Plunger:Brass 3604 0.5um Au over 1.25 2.5um Ni B181-P1020 1
<Hrh: FHC3604 EEHERL 2572 bum FRHHE A0, Sum
Barrel:Brass C3604 0.5um Au over 1.25 2.5um Ni B181-B1020 1 SCALE 101 | UNITam | THS DOCUMENT s i S pRoveTy oF ® X
<HE: FHCI604 JEEEHL 2572, Sun REH HFAH0. Sun> NGEL | e20 | A | e, f HESUREEBMATRE
.o . B e A3 Pogo Pin Magnetic Connector Solutions
<Specification> #i# <P/NDRE | QB E 06 2005 |- SHEET: 1 of 1
A1 | 2015.05.20| Size change RTEXE 6-30 010 | DRAW Laura PART NO BP18101
A0 | 2014.11. 18| New Release ¥t &AT 30-150 £0.15 | CHECK Michael FILE NAME BP181XX
REV| Date H#A Descriptionfii#t £S5 OTHERWISE NoTED APPRO Simon TITLE Pogo pin/# &t

]



