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Mechanical Performances: <AL} §8> To ensure the best usage, please operate it based on the working height.
. spring force: 180g+20% at 3.0mm working stroke AREREEA, FREIFEESTERE.
<}T#§fﬁl:( Z?E;lii’;ﬁﬂ& Omm 3877 180g+20%> Based on the engineering drawings, shall not exceed the maximum allowed compression
. Max stroke: . mm ]
s soke: T4 RETEES, TEERAKHRAEAER. .
.Machanical Life : 20,000 cycles Cust
<HARAE4: 20,000%K> _us omer
A Electrical Performances: <®. % i &> Signature
.Rated current & voltage: DC12V; 0.5A Max.
<HUE L E&HER: DC12V; 0. 5A Max>
.Contact resistance: 50 milliohm Max.
CERBME: B0EREZA >
.Cannot be used as the charging — —
TRATEELA
__| .When the current is more than 1A, then need to 1
add the delay circuit(3 second)to it. ;
<Y ERAFIAN, UEEHmEREE (3H)> 21.95£0.20 2.95 | e
Environment performances: <33 8>
. Operating Temp:-40 to +105°C
KTHEBE®E: 40 to +105°C>
.Resistance to Solder heat: 260°C+5° 20s+2s 1450
GRGWHAME: 260°C+5° 20s+2s>
. Salt spray:48h
B | < gmiRas > working sftroke3.00 o
Lritical dimension:% Iﬂf'ﬁ:‘ﬁ3 00 ‘
CERRT: %
.RoHS compliant product ¢ /
<HARoHS = &>
?3.00 ¢M5J $250
C
Spring: SUS304 Au ~
B, THE01 RHHE B361-52001 !
Plunger:Brass 3604 0.25um Au over 1,25 2, bum Ni B361-P2010 1
<HHdh: FHCI604 KELEHL 2572 5um R EHES0. 25um>
Barrel:Brass 3604 0.125um Au over 1.2572.5um Ni B361-B2005 1 SCALE 1041 | UNITanm | THS pocumeNT s e saLepRovery oF ®
. 4. FE4RC3604 JREHEL 2572, bun K H %40, 125um> ANGEL | 20 | an | e i g BEA BB EERMI TR
e . N O Pogo Pin Magnetic Connector Solutions
<Specification> H# /BT | QK E 0-6 | :005 |DE} SHEET: 10f 1
A1 | 2018.03.30 Modify layout BEHRK 6~30 010 | DRAW Julia PART NO BP36121
A0 | 2015.05.18 New Release ¥ RAT 30~150 +0.15 CHECK Micheal FILE NAME BP361XX
Rev| Date H Descriptioni## ess omierseroted | APPRO Simon TITLE Pogo pin/Egkl

L

]



