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Note: =
Materials: i
Plunger: Brass 0.25um Au cver Ni
Barrel: Brass 0.125um Au dver Ni
Spring: -SUS 1
Mechanical:
LContact force: 509:20g at:0.80mm working stroke
Full stroke: T.Imm L -
Life test: 20,00¢ cycles
Electrical: :
Rated current & voltage: DC 12V, 1AMax.
Contact resistance: 50 milliohm Max.

To ensure the best usage, pleaée operate it based en the working height. _
Based on the engineering drawings, shall not exceed the maximum allowed compression,
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Barrel | B142-B1005 1 k l T

Plunger | 8547-P1610 1 —- —3.90 -1

spring | BL2-$1001 [ -

| ~ L 4 -
: ~ L 30 -—
' - _ _
- - 5.80+0.10
R R T i . g
D e I T b fFE% z};’f Rm‘ N#f gggﬁég
. 0-6 | w005 | @-£3 SHEET: 10f 1 _ T
. 630 | 000 | praw | oo PARTNO. - | BPSLTI ' '
A0 20151118 NEW 30°156 § «015 § chECK ] AL\ - _ FILENAME . | BPS&7XX
ECNIDCNS N, REV|  DATE DESCRIPTION Ut st wereo | APPRO Q\s/ TITLE. ~Poja pin conneztar -




