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Mechanical Performances: <HLA% 8>

. spring force: 40g+20g at 1.0mm working stroke

Y4B ETETELOm ¥ H40g+20g>

.Max stroke: 1.8mm

<ERAATE; 1. 8mm>

.Machanical Life : 20,000 cycles

HBFHF4: 20,000%>

A Electrical Performances: <% 88>
.Rated current & voltage: DC12V; 3A Max.

HE L E&HLF: DCI2V; 3A Max>

. Contact resistance: 50 milliohm Max.

<EdBE: S0OEREA >

To ensure the best usage, please operate it based on the working height.

AARREEA, ARETEHERTRE.

Based on the engineering drawings, shall not exceed the maximum allowed compression

BRETREL FHEBLAFNRAEIEE. .

.When the current is more than 1A, then need to
add the delay circuit(3 second)to it.

| <EEFATIAR, NFEHMEREEGH)>
Environment performances:<Zf 3%k >

. Operating Temp:-40 to +105°C

(THhBEME: -40 to +105°C>

.Resistance to Solder heat: 260°C+5° 20s%2s
ORGWHAME: 260°CE5° 20s+2s>

.Salt spray:48h

<GhF R8N

.Lritical dimension:

Bl<aar+t: %

.RoHS compliant product

<HAROHS =&
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Spring: SUS304 Au
<. TEM304 XTES
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Plunger:Brass 0.25um Au over Ni

Atih: #H KREHEE £EE4£0 26um>
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Barrel:Brass 0.25um Au over Ni

HE: BH KEEE XTEA0. 25um>

B587-B1010
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