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Mechanical Performances: <HLA% M §6>
. spring force: 70g+20g at 1.0mm working stroke
CEAMA: ETHETELOm #7570g+20>
.Max stroke: 1.4mm
<EAFTH; 1. 4om>
.Machanical Life : 50,000 cycles
<HLAEFA: 50,000K>
A Electrical Performances: <®. % i &>

.Rated current & voltage: DC12V; 3A Max.
<HUE A E&HEIE: DCI2V; 3A Max>
.Contact resistance: 50 milliohm Max.
<EMEE: 50EKRA >
.When the current is more than 1A, then need to
add the delay circuit(3 second)to it.
CHEIWATIAN, WEERpE B GH)>
Environment performances:<¥f 3% &>
. Operating Temp:-40 to +105°C
CTARBE#E: -40 to +105C>
.Resistance to Solder heat: 260°C+5° 20s£2s
ORGWHAME: 260C+5° 20s+2s>
.Salt spray:48h
<G FWR4B/NED
Lritical dimension:%
Bl<gar+t: o
.RoHS,HF compliant product

To ensure the best usage, please operate it based on the working height.

HARREEA, FREERERTRSE.

Based on the engineering drawings, shall not exceed the maximum allowed compression

BREIRER FHEIAFNRAREE. .

<fEARHS,HF F= &>
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Spring:SUS surface treatment

<HEE: FEWN REAE

M300-51001

Plunger:Brass 0. 125um Au over Ni

<HHE: BH EESE XEHE40. 125um>

M200-P1005
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Barrel:Brass 0. 125um Au over Ni

4. 5 KEER FE4#40. 125um>

B478-B1005
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NOT BE USED IN WHOLE OR IN PART
AL WITHOUT PRIOR WRITTEN PERMISSION.
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Pogo Pin Magnetic Connector Solutions

6~30 +0.10

A

=}

2015.07.17 New Release ¥ &1T

DRAW Julia

PART NO BPLT7811

30~150 +0.15

REV| Date H #

Description®

CHECK Micheal

FILE NAME BPL4T78XX

GENERAL TDLERANCE
UNLESS OTHERWISE NOTED

APPRO Simon

TITLE

Pogo pin/#4t

L

]




